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SCHEDA TECNICA PRESSOSTATO "DRR2"
DATA SHEET PRESSURE SWITCH "DR2"

CARATTERISTICHE COSTRUTTIVE

ATTACCO AL PROCESSO - ottone
FILETTATURE -1/4"GAS 1S0228-1/2" GAS ISO 228-1/8"GAS 150228
MEMBRANA - EPDM/Silicone
INTERVENTO ELETTRICO - SPDT 5(1)-250Vac
SPST-NO/NC 5(1)-250Vac
SPDT 0,10,05)-250Vac
CONNESSIONE ELETTRICA - fast-on 6,3x0,8
TEMPERATURA D'ESERCIZIO - -20°C/ +85° C
PRESSIONE STATICA SUIDUE LATI- 16 bar
PRESSIONE STATICA UNILATERALE - 7 bar
SEGNALE DIPRESSIONE RELATIVA - 550+/-100 mbar
PRESSIONE DIFFERENZIALE OFF - 30+/-5 mbar
PRESSIONE DIFFERENZIALE ON - 15+/-5 mbar
POSIZIONE DIMONTAGGIO - Orizzontale e verticale
COMPATIBILITA' - Acqua, soluzioni glicolate
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PRESSURE CONNECTION - brass

THREAD - 174" 1S0228-1/2" 1S0228-1/8" 150228

MEMBRANE - EPDM/Silicon rubber

ELECTRIC INTERVENTION - SPDT 5(1-250Vac
SPST-NO/NC 5(1)-250Vac
SPDT 0,1%0,05)-250Vac

ELECTRIC CONNECTION - terminal 6,3x0,8

ADMITTED TEMPERATURE - -20°C/+85°C

MEDIA TO CONTROL - Air ond Water

STATIC PRESSURE ON BOTH SIDES - 16 bar

UNILATERAL STATIC PRESSURE - 7 bar

PRESSURE DIFFERENCE OFF - 30+/-5mbar

PRESSURE DIFFERENCE ON - 15+/-5mbar

RELATIVE PRESSURE SIGNAL - 550+/-100 mbar

POSITION WORKING - Horizontal and vertical

Omologazioni: EN60730-1e EN60730-2-6 in corso
Homologations: EN60730-1and EN60730-2-6 in progress




